
- �Hydrogen (H2) sensing for detecting battery leakage, thermal 
runaway, or hydrogen accumulation

- �Individual UL2075 Recognized CO, NO2, or dual sensing 
elements in one enclosure

- �Compliant with NFPA 853, NFPA 72, NFPA 70, NFPA 55, 
NFPA111, NFPA 820, NFPA 1, IFC Chapter 38.6, IFC Section 916, 
and IMC Chapter 4 

Analog  
C-Series

Fixed No Go
Series TGM

PG

RH

KW

CO NO2H2

  - 0-5VDC or 4-20mA outputs 
- Burst pressure 5X full scale 
- Reverse voltage protected 
- 48” wire leads; 1/4” - MNPT
- Rugged stainless steel construction 
- �Chemical Compatibilities: Any gas or liquid compatible 

with 17-4 stainless steel

PG Series

TG

Current Sensor

CT
Toxic Gas Detector

TG
Pressure Transducer

PG

TGW

- ANSI C12.20 0.2% Meter Accuracy 
- RS485 or Pulse options
- Measures kWh, KVAR, kVA 
- Monitor loads from 30-6000A & 90-600VAC
- �Accepts additional pulse inputs for meters or 

flow meters
- Flexible Split-core Rogowski CVTTM Sensors

EMX

EM

- BACnet & Modbus, Pulse 
- �Revenue grade metering (ANSI C12.20 

Class 0.2 Standards) 
- Monitor loads from 0.25-6000A & 90-600V 
- Real-time power monitoring
- Accurately measure harmonic loads

Energy Meter
KW

CT

C3H8 H2S CH

T

AQ2O

HT1O
RH

T RH CO2

- BACnet/Modbus Capable
- �Seven environmental sensors: PMx, 

VOC, CO2, RH, T, ambient light, 
barometric pressure

- �Configure and update firmware with 
the SenvaSync app - �Split and solid core models to 150A 

- 0-5VDC, 0-10VDC, 4-20mA outputs 
- Multiple selectable range split-cores 
- Fixed range on solid-cores 
- �Monitoring direct-drive units, exhaust fans, and other fixed loads 
- Monitoring on/off status of electrical loads

- 2% or 3% accuracy  
+choice of Temp sensor
- �LCD display with field calibration menu
- Field replaceable element

Humidity/Temp
RH

RTU   TCP/IP

RoHS

IP    MS/TP


